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Description 
Amplex offers a wide selection of slurries in lapping 
and polishing that can meet even the most 
demanding performance criteria.  With more than 50 
years of product research, development and field-
testing, Amplex has the knowledge, expertise and 
experience to scientifically custom design a slurry to 
provide controlled performance.  Our products were 
developed with specific applications in mind that 
demand extraordinary performance.  We take pride in 
our dispersion and suspension technology that 
distinguishes us as a leader in the industry.  All 
slurries are made using highly refined and precision-
graded diamond powders that have high bulk purity, 
high surface purity, and (when applicable) high 
impact strength crystals.   

Product Characteristics 

Amplex offers 4 types of suspensions:  

• Water Based: Environmentally friendly and biodegradable suspensions designed to permanently 
suspend abrasive particles up to 60µm.  These suspensions exhibit pseudo-plastic 
behavior, which will thin out with increasing shear rate to provide optimal cutting 
action.  When the suspension is not subjected to motion and shear, the slurry thickens 
to hold the abrasive in suspension.  Used in lapping and polishing of metallurgic 
specimens.   

• Lubricant Based: Water and lubricant mixed in one suspension.  These suspensions also exhibit 
pseudo-plastic behavior, which will thin out with increasing shear rate to provide 
optimal cutting action.  When the suspension is not subjected to motion and shear, 
the slurry thickens to hold the abrasive in suspension.  Unlike water-based 
suspensions, this suspension contains biodegradable synthetic lubricants to enhance 
the polishing efficiency and achieve mirror-like finishes. 

• Alcohol Based: Water and alcohol blended suspension.  This is a water-based suspension mixed with 
alcohol to give the slurry a slightly faster drying effect.  It has all the same suspension 
properties of a water-based suspension.  Alcohol based suspensions tend to be more 
aggressive in cutting because it minimizes hydroplaning. 

• Oil Based: Oil based suspension slurry made with hydrocarbon oils.  Recommended for 
applications requiring a highly superior finish.  Oil based suspensions are typically 
used on plates.  When used on pads, they tend to dissolve the adhesive backing on 
the pads.  Well suited for polishing ceramics such as SiC, Al2O3, and WC.   

As always, our technical staff is available to custom design a suspension that can adapt to the customer’s process.   

Amplex Diamond Products 

 

Precision Lapping & Polishing Products 
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Product Characteristics 
Types Amplex 

Products 
Description / Recommendation 

Water Based W600S 

W600LVS 

W768S 

W768HVS 

BLC 

Low viscosity water based suspension.  Suspends particles up to 45 µm.  Good spraying properties. 

Very low viscosity water based suspension. Suspends particles up to 15µm. Excellent spraying properties. 

Low viscosity and high-density water based suspension.  Suspends up to 25 µm.  Good spraying properties.   

Low viscosity and high-density water based suspension.  Suspends up to 60 µm.  Good spraying properties.   

Low viscosity water based suspension.  Suspends up to 45 µm.  Facilitates self-cleaning of parts during 
polishing.  Eliminates debris build up and clogging from lapping or polishing.  

Lubricant Based W602AS 

W605AS  

W606AS 

Water based suspension that contains synthetic lubricants to maximize cutting and minimize scratching. 

Water based suspension similar to W602AS with slightly higher viscosity.  Suspends up to 25 µm.  

Water based suspension similar to W602AS with higher viscosity.  Suspends up to 60 µm. 

Alcohol Based W766S 

W767S 

Alcohol based suspension slurry.  Suspends up to 25µm.  Excellent for polishing metallurgic work piece. 

Similar to W766S, but with a slightly higher viscosity.  Suspends up to 60µm.  Excellent for metallurgic work. 

Oil Based O856LVS 

O854BS 

Hydrocarbon based suspension slurry.  Suspends up to 60 µm. 

Similar to O856S, but with a slightly lower viscosity.  Suspends up to 9µm.  Provides fast MRR on spiral 
plates. 
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Precision Lapping & Polishing Products 

∗∗∗∗ Highly engineered suspension 
products designed to hold 
par ticles in permanent 
suspension. 

∗∗∗∗ ISO Cer tified to always br ing 
consistency to Quality 

∗∗∗∗ Precision-graded and high 
sur face pur ity diamond used in 
all products 

∗∗∗∗ Provides Fast MRR and 
controlled sur face finish 

∗∗∗∗ Ability to customize products 
for  any specialized applications. 

Typical Amplex Sizing 15µ 
Available Packaging 
Spray Bottle Sizes: 
• 500ml, 1L trigger spray 
• 250ml pump spray  
• 50ml, 100ml push down 

spray. 
Standard Bottle Sizes: 
• 100ml, 125ml, 250ml, 

500ml, 1L, 3.8L, 19L 
 
Available Concentrations 
• Medium 
• Standard 
• Heavy 
 
Consult an Amplex 
representative for product 
recommendations. 


